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12 BUILT TO RoHS COMPLIANCE.

@ LABEL PIN NUMBER ON 4 LEADS AS SHOWN: #1 & #4 FRONT; #2 & #3 BACK.

b LABEL PART NUMBER, REVISION AND DATE CODE
9 VARNISH PART AND CURE.

/a\

TO HOLD AND KEEP WINDINGS AND LEADS FIRM AND IN PLACE.
APPLY RTV SILICONE AROUND TUBING AND SPACER

INSTALL SPACER AND ISOLATION TUBING AS SHOWN

POSITION LEADS AS REQUIRED

REMOVE WIRE INSULATION AND TIN

WIND COILS EVENLY SPACED

5 CONSTRUCTION:

/2
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4  WEIGHT: 785 GRAMS TYP.

HI-POT WINDING-TO-CORE 1500 V AC, 10 SEC
[Z] =160Q TYP. @100MHz

SRF = 100MHz TYPICAL

DCR =0.55mQ MAX ON EACH WINDING

MAX TEMP. RISE @ IDC 125 AMP, LESS THAN 80°C WITH APPROPRIATE AIRFLOW

INDUCTANCE = 3uH+10% ON EACH WINDING
TEST FREQUENCY: 10MHz ; TEST VOLTAGE: 250mV; 0ADC
RATED MAX. CURRENT = 125 AMPS
OPERATING TEMPERATURE RANGE : -40°C TO 125°C
3 SPECIFICATIONS @ 25°C:

WIRE: UL RATED CLASS 155°C
2 CORE: HIGH TEMP POWDERED CORE

1 MATERIAL: UL RECOGNIZED FLAMMABILITY

APPLY EPOXY ON EACH OF THE 4 LEADS TO HOLD THEM IN PLACE.

WRAP 2 TURNS OF GLASS TAPE TO HOLD WINDINGS AND LEAD WIRES.

RTV

NOTES: UNLESS OTHERWISE SPECIFIED, READ NOTES FROM BOTTOM TO UP.

CAGE CODE: 5DME2

TOP VIEW

4 RTV
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BOTTOM VIEW
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MOUNTING HOLE PATTERN (TOP VIEW)
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