The information contained in this drawing Is the sole properly of Coll Winding Speclallst, Inc.
Any reproduction In part or whole without writlen permission of Coll Winding Specialist Is prohibited.

7
9 BUILT TO RoHS COMPLIANCE D

**|MPORTANT#**
8  TO ACHIEVE THE DESIRED INDUCTANCE AND DCR THE
CORES MUST TOUCH EACH OTHER

WHERE SHOWN
& MARK PART NUMBER AND REVISION APPROX

OVER CORES, (PER NOTE 2)
6 APPLY EPOXY ON MATINGS SURFACES AND WRAP TAPE

FLUSH TO THE COIL EDGE, AS SHOWN
b REMOVE INSULATION AND TIN LEADS

PRE FORMED FLAT HELICAL COIL, HELIX WOULD EVENLY SPACED

4 CONSTRUCTION

WEIGHT = 220 GRAMS

MAX INDUCTOR TEMP RATING: 200°C

AMBIENT OPERATING TEMPERATURE: -40°C TO 85°C

HI-POT TEST FOR WINDING TO CORE ISOLATION. 1000VDC

RATED CURRENT: 180 AMPS

DCR= 0.75 MILLI-OHM MAX

L= 10.0 uH (Typ) AT 25 AMPS DC BIAS

L= 12.0 uH = 15%., MEASURED AT 10 KHz, 0.25V, ZERO DC BIAS
3 SPECIFICATIONS: Q = 50 MIN

VARNISHED WITH DOLPH
EPOXY: UNIBON OR CWS APPROVED PART
OUTER WRAP: 3M GLASS CLOTH OR CWS APPROVED PART
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE
& CORE: SENDUST/KOOLMU POWDER CORE @ 300°C

INSULATION CLASS 200°C REQUIRED
1 MATERIAL: UL RECOGNIZED 94V-0 FOR FLAMMABILITY

NOTES: UNLESS OTHERWISE SPECIFIED.READ FROM BOTTOM UP.
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