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1 o OA 330 uH B |140718 PRODUCTION RELEASE AK 718/14 | BO | 7/18/14
2A 268 uH
5A 158 uH
2 9A  [81.2 uH SN270-331M-4.6AH SN270-331M-4.6AV
SCHEMATIC 14A 43.2 uH
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0.65[16.51]MAX NN
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7 BUILD TO ROHS COMPLIANCE *
0.50[12.75]MIN
MARK PART NO. AND REV. |V__l| 0.035[0.90]REF 0.035[0.90]REF
b IF NEEDED, WRAP INDUCTOR WITH TAPE, FRONT VIEW FRONT VIEW 1»‘@%53
LEADS MUST BE TANGENT TO THE CORE
REMOVE INSULATION AND TIN LEADS 0.5 INCH AND FLUSH AGAINST COIL
@ LAST TURN MUST BE BENT UP AND DOWN OUTSIDE OF THE CORE
1.12[28.65]REF
WIND COILS EVENLY SPACED AROUND THE CORE [ -
4 CONSTRUCTION: 0.55[14.00]REF
WEIGHT: 38 GRAMS (TYP)
CURRENT RATING : 4.6 AMPS, 40 °C TEMP. RISE, . 2
DCR : 51.0 MILLI-OHMS TYP.
SELF RESONANCE FREQUENCY : 1.4 MHz (TYP)
INTERWINDING CAPACITANCE @ 10KHz : 37.87pF (TYP)
INDUCTANCE WITH DC BIAS : PLEASE SEE TABLE ABOVE BOTTOM VIEW MOUNTING HOLES PATTERN MOUNTING HOLES PATTERN
INDUCTANCE = 330 uH +£15% @ O DC BIAS, 10KHz, 250mV
3 SPECIFICATIONS:
PARTS LIST
WIRE: UL RECOGNIZED 155°C RATED MAGNET WIRE AUTOCAD X Coil Winding Specialist, Inc.
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. DIMENSIONING AND DRAWN -
RATING CLASS B (130°C MIN.) REQUIRED Nﬁ”hﬂaﬂ»ﬂuzdnhﬂ K | 10/6/08 [T Toroidal Power Inductor
1 MATERIAL: UL RECOGNIZED FOR FLAMMABILITY AND [MILIMETERS]. 0@ cr | 10/6/08 330 UH. 4.6 A
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