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SCHEMATIC
&\/ 3 ) |
& APPLY ADHESIVE BETWEEN BASE AND COIL » AtL—m
MARK PART NUMBER AND REVISION, IF APPLICABLE BOTTOM VIEW
IF NEEDED, WRAP INDUCTOR WITH GLASS OR MYLAR TAPE B
X1 |—
@ REMOVE INSULATION AND TIN LEADS 0.25 INCH MIN « 018

[4.60]
WIND COILS EVENLY SPACED AROUND THE CORE _ C
4 CONSTRUCTION: c
HI-POT TEST FOR WINDING TO CORE ISOLATION = 500VDC MIN D »
CURRENT RATING : 70 AMPS.
DCR = 90 MILLI-OHMS MAX.

INDUCTANCE = 7.2 uH @ 50 AMPS DC —| |- X2
INDUCTANCE = 8.9 uH @ 25 AMPS DC

FRONT VIEW

MOUNTING HOLES PATTERN
INDUCTANCE = 9.75 uH =10% @ 0 AMPS DC, 1 KHz, 250mV
3 SPECIFICATIONS:
_ i | MFe. PN _ DESCRIPTION ITEM
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE PARTS LIST
CWS BYTEMARK OR OTHER APPROVED PART AUTOCAD X ——— —
i SOLIDWORKS COILWS COM, INC CWS Coil Winding Specialist.
CORE: POWDER IRON CORE 160u f 353 WEST GROVE
UNLESS OTHERWISE SPECIFIED SIGN DATE www.coilws.com ORANGE, CA 92865
DIMENSIONING AND DRAWN TTLE:
RATING CLASS B (130°C MIN.) REQUIRED TOLERANCE PER ANSI Y14.5 o |08/29/17 :
- ( ) L. e e W wois | Toroidal Power Chokes
1 MATERIAL: AND. [MIIMETERS]. JLAU-J0s/29/17 Toroid Inductor
._.nﬂ.-_um_gznm _zMI_.mw" - ,["ENGR.
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