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BUILT TO RoHS COMPLIANCE AND LEAD FREE.

THE DIMENSIONS ARE ALL REFERENCE ONLY
THESE ARE FLYING LEADS AND NOT ON MOUNTING BASE SO

REVISION AND DATE CODE.
WRAP WITH GLASS TAPE AND LABEL PART NUMBER,

REMOVE WIRE INSULATION AND TIN

WIND COILS EVENLY SPACED
CONSTRUCTION:
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SN & DAIE
A1 (OD1) | A2 (0D2) | B (HGT) [ D(LEAD OD) X1 X2 Y1 Y2
MAX MAX MAX MIN TYP REF REF REF REF REV ECN DESCRIPTION BY DATE CHK DATE
2.30 2.45 1.00 0.50 0.05 0.20 0.30 2.15 1.93
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FRONT VIEW

WEIGHT: 165 GRAMS TYP / X1 AXNV
OPERATING RANGE : -40° TO 125°C 3A _ ]
RECOMMENDED STORAGE TEMP. : -40°C-+85°C A1 (OD1) X2'(X2) ! f — |
HI-POT WINDING-TO-WINDING: 1250 VAC, 10 SEC — — — |%| —
INTERWINDING CAPACITANCE = 98pF TYP @ SRF PER WINDING 2A 4 2B
2| = 38 KILO-OHMS TYP @ SRF PER WINDING B O T
SRF = 147KHz TYPICAL PER WINDING \ L7 B
LEAKAGE INDUCTANCE = 1 -2uH TYP @ 10kHz _ S _ - [
DCR = 27 MILLI-OHMS MAX PER WINDING - -
RATED CURRENT MAX. = 10 AMPS RMS _ Y2 _
Ls = 10mH MIN @ 1KHz, 250mV
INDUCTANCE ON COIL (1A - 1B), (2A - 2B), (3A - 3B) & (4A - 4B): TOP VIEW MOUNTING HOLES PATTERN
3 SPECIFICATIONS @ 25°C: —_
WIRE: UL RECOGNIZED 155°C MAGNET WIRE SODE TEN
b CORE: FERRITE TOROIDAL oeNT | MFG. PN _ DESCRIPTION e
PARTS LIST
RATING UL-CLASS B (130°) REQUIRED e X www.cows com, nc QWS Coil Winding Spealst.
1 MATERIAL: UL RECOGNIZED 94V-0 FLAMMABILITY FOR BOBBIN ey rp——— po Py sales@coilws.com | ORANGE, CA. 92685 (CAGE: 3C994)
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"TYP" IN DIM. TOL. TABLE REFERS TO A NON-CRITICAL TYPICAL (AVERAGE) DIM. WITHOUT AND [MLMETERS]. e COMMON MODE CHOKE
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