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FOR CLEANING

CLEARANCE

MAX DCR IS + 15% OF TYPICAL VALUE.

SERIES DCR= 0.418 OHMS TYP @ 20 °C 0.
SERIES RMS CURRENT = 1.03 AMPS.

PARALLEL: (1,4 -3,2), SERIES: (1 - 3) TIE (2 - 4).

@ 100 KHZ, 0.250 VRMS, 0.0 ADC,

SERIES OPEN CIRCUIT INDUCTANCE = 200.4 uH + 25 %,

HI-POT TEST FOR WINDING TO WINDING = 300 VDC MIN. %
5

0
[11.43]

MAX DCR IS + 15% OF TYPICAL VALUE
PARALLEL DCR= 0.104 OHMS TYP @ 20 °C,

DELTA TEMP 40 °C, AMBIENT TEMP 85 °C.

PARALLEL RMS CURRENT = 2.05 AMPS @

PARALLEL (1,4 - 3,2), SERIES (1 - 3) TIE (2 - 4).

@ 100 KHZ, 0.250 VRMS, 0.0 ADC,

PARALLEL OPEN CIRCUIT INDUCTANCE = 50.11 uH = 25 %,
PARALLEL RATED INDUCTANCE = 50.0 uH

9 SPECIFICATIONS:

WIRE: UL RECOGNIZED 130°C RATING MAGNET WIRE
CWS BYTEMARK OR OTHER APPROVED PART
CORE: TOROID

BOBBIN RATING CLASS B (130°C) REQUIRED
1 MATERIAL: UL RECOGNIZED 94V-0 FOR FLAMMABILITY

NOTES: UNLESS OTHERWISE SPECIFIED. READ FROM BOTTOM UP.
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DIMENSIONING AND
TOLERANCE PER ANSI Y14.5M

ALL DIMENSIONS ARE IN INCHES
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