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Max Max Min Typ Typ Typ A | NA PRODUCTION RELEASE AK | 5/24/16 | JL | 5/24/16
2.68 1.30 0.50 2.38 0.06 2.20
[68.00] [33.02] [12.70] [60.42] [1.45] [56.00] FREQ _ Z _
(KHz) (kQ)
. 0.08
) z 0.5
1 0.15
° 10 1.36
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(B) ° 20 2.40
. 50 4.09
~ ~
) 75 4.88
O
100 5.50
6 5 300 9.42
SIDE VIEW SCHEMATIC 500 10.64
1000 6.23
7  BUILT TO RoHS COMPLIANCE 3000 1.78
6  LABEL PART NUMBER AT THE BOTTOM OF THE BASE. 5000 0.96
Recommended Pin Holes 7000 7
/ M \ APPLY ADHESIVE BETWEEN COIL AND BASE. 20.10 [2.54] (x 8) 8 0.5
10000 0.19
4 STRIP AND TIN LEADS (NO INSULATION IS ALLOWED BELOW THE BASE LEVEL.) (A)
WEIGHT = ~257 GRAMS 68.0m
OPERATING TEMP RANGE = -40°C TO 125°C
MAX TEMP RISE = 40°C WITH FORCED AIRFLOW. 45°
INTERWINDING ISOLATION = 2000 VOLTS RMS. (E) (A) 9
DCR ON EACH WINDING = 10 mQ MAX
SRF ~ 380 KHz TYP
RATED VOLTAGE = 1000 VAC OR VDC
RATED CURRENT = 30 AMPS (G)
LEAKAGE INDUCTANCE = 9 uH TYP @ 10KHz, 0.25 Vrms. @56.0m
INTERWINDING CAPACITANCE = 20 pF TYP @ SRF
IMPEDANCE = 10 kQ NOM @ SRF 2
L =14 mH MIN @ 10KHz, 0.25 Vrms, 0 ADC
3 SPECIFICATIONS AT 25°C: ToP VIEW FOOT PRINT FOR PCB LAYOUT
2 WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE AUTOCAD www.coilws.com|Coil Winding Specialist Inc
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TOLERANCE PER ANSI Y1450 AK sioi16 T Nanocrystalline Inductor Four-
1 CASE RATING CLASS B (130°C) REQUIRED ARD ML METERy - CHES |CHECKED, | 519116 Phase Common Mode Choke
MATERIAL: UL RECOGNIZED FOR FLAMMABILITY oo CLERANCE INCHES: ez [ENGR. Horizontal Mount
TOLERANCE METRICS: - Jav srefe SIZE [DWG. NO REV
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