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067 | 055 | 051 | 016 | 325 | 3145 | 315 [ 026 | 026 | 027 | 1.98 | 1.59 DC BIAS TABLE
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SCHEMATIC BIAS | 10KHz
@ |[~— L (MAX) —s=| —=— W (MAX) —— (AMP) | (REF)
0 20.6uH
7 BUILT TO RoHS COMPLIANCE AND LEAD FREE. + N—— [T 10 20.4uH
H /_H_ 20 20.3uH
@ MARK PART NUMBER AND REVISION WHERE SHOWN (MAX) c1 co 20 19.8aH
VARNISH PART AND CURE + _ r|_|_I1 ﬁ | [ 60 19.3uH
mw \ APPLY SILICONE WHERE SHOWN
80 18.7uH
WRAP TAPE AROUND CORES 100 18.0uH
WITH CORES AND MYLAR SHEETS = —=— D2 (TYP) -
ASSEMBLE PRE FORMED FLAT RECTANGULAR HELICAL COIL 140 15.0uH
4  CONSTRUCTION 1 (x2) TYP SIDE VIEW
J (X2) TYP K (X2) MIN. —_— “MM “MN:”
ZU
WEIGHT: 1906 GRAMS TYP D1 - - P1 REF
MAX INDUCTOR TEMP RATING: 200°C FRONT VIEW - . 200 12.4uH
RECOMMENDED OPERATING TEMP: -40°C TO 85°C FRONT VIEWY 240 11.0uH
HI-POT TEST FOR WINDING TO CORE ISOLATION: 1000VDC @ 2mA, 1 MIN « .
INTERWINDING CAPACITANCE = 8.2pF TYP @ SRF 260 10.5uH
|Z| = 7.78 KILLO-OHMS TYP @ SRF
SRF = 9.68 MHz TYP P2 280 10.0uH
RATED CURRENT: 400 AMPS WITH FORCED AIR FLOW 0.60x0.20 REF 300 9.2uH
DCR = 0.8 MILLI-OHMS MAX. [15.24x5.08] ~T—— | :
DC BIAS: SEE TABLE ON THE RIGHT D 320 8.5uH
L = 20uH * 15%, MEASURED AT 10 KHz, 0.25V, ZERO DC BIAS
3 SPECIFICATIONS @ 25°C: 340 8.0uH
VARNISH DOLPH or EQUAL 360 7.7uH
SILICONE DOW CORNING OR EQUAL 380 7.0uH
MYLAR SHEETS FOR SIDES AND CENTER LEG OF CORES Epoxy (X4) RECOMMENDED MOUNTING HOLES PATTERN 200 6.3uH
OUTER WRAP: 3M GLASS TAPE OR EQUAL -ou
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE
@ CORE: COMPACTED POWDERED CORE BOTTOM VIEW ary _ CODE _ MFG. P/N _ DESCRIPTION Tew
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"TYP" IN DIM. TOL. TABLE REFERS TO A NON-CRITICAL TYPICAL (AVERAGE) DIM. WITHOUT AND [MLMETERS]. 90 [03/08/2020 Rectangular Helical Coil
JOLERANCE INCHES: =, FENGR. 20uH, 400 Amps, Horizontal
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